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TUV-Verband Type Test Leaflet electrical equipment BP EGG 0137-eng:2025-11-06
transport of dangerous goods

English translation of German edition 2025-11-06:

This translation has been produced externally on behalf of the TUV-Verband (TUV Association).
The TUV-Verband takes no responsibility for any errors in the translation. Any comments or
suggestions for improvement should be addressed to the TUV-Verband. In the event of any
doubt or dispute, the latest edition of the German text shall prevail.

Manufacturer/Distributor

JOST-Werke Deutschland GmbH
Siemensstralie 2

63263 Neu-Isenburg

GERMANY

Design

electrically powered lubrication pump for mechanical coupling devices

Type
LubeTronic 5 point

Marking
TU.EGG.137-09

Normative requirements

— ADR 2025, part9

—  TUV-Verband-Merkblatt Beférderung gefahrlicher Giiter 5205, edition 2025-04-30
— DIN EN 60079-11:2012-06

— DIN EN 60529:1991-10+A2:2013-10/AC:2019-02

— DIN EN IEC 60079-0:2019-09

— 1S0 20653:2023:08

— UNECE R10.06 (ABI. L 254 dated 20.9.2012)

Tasks of the officially recognised expert testing the electrical equipment for acceptance
— compliance with the TUV-Verband-Merkblatt Beférderung gefahrlicher Giiter 5205
—  control of the component approval mark

— control of mounting instruction and protected installation

Type test approval mark
TU.EGG.137-09
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7.1

7.2

7.3

TUV-Verband Type Test Leaflet electrical equipment BP EGG 0137-eng:2025-11-06
transport of dangerous goods

Remarks

The manufacturer or importer must task the authorised inspector with conducting a random
check of components from the production line every two years to establish their conformity with
the approved type.

The above-mentioned test report is to be amended if technical modifications to the components
are planned or if the relevant statutory regulations have changed.

This is an extension of the validity of the certificate.
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